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R 

JLG  “1 & 5” 

 – 
 R6 5.64 m
 R10 9.8 m

 – 
 R6 1.0 m
 R10 1.40 m

   
R6 1.016 m

 R10 1.03 m

 R6 2.02 m
 R10 2.52 m

-  
 R6 N/A
 R10 1.97 m

  
R6 1.82 m x  .68 m

 R10 1.07 m x 2.15 m
 

 R6 .7 m
 R10 .9 m

 R6 2.07 m
 R10 2.30 m

 R6 .812 m
 R10 1.22 m

 R6 1.39 m
 R10 1.85 m

 R6 9.55 cm
 R10 11.6 cm

 R6 230 kg
 R10 320 kg

 R6 120 kg
 R10 115 kg

/
 R6 25/26 sec
 R10 60/60 sec

 R6 5.64 m
 R10 9.8 m

 R6 1,361 kg
 R10 2,350 kg

 R6 8.4 kg/cm2

 R10 6.33 kg/cm2

 
 R6 4.0/0.8 km/h
 R10 4.0/0.5 km/h

 25%

 R6 .6 m
 R10 1.22 m

 R6 2.2 m
 R10 3.18 m

 R6 323 x 100 mm
 R10 406 x 127 mm

 4 x 6V, 220 AH
 25 amp

 R6 3.2 cc/rev @ 2,300 psi 
 (3.2 cc/rev @178 kg/cm2)

 R10 3.2 cc/rev @ 2,500 psi 
 (3.2 cc/rev @178 kg/cm2)

 R6 1.32 gal (5 L)
 R10 2.38 gal (9 L)

 

 R6 
 R10 
 24V DC
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