
Increased Productivity
 � Ideal for general contractors, steel erectors, painters, stadium 
construction and more

 � Standard articulating jib increases access in confined areas
 � Improved rough terrain capabilities with 45% gradeability

Enhanced Control
 � Exclusive Control ADE® (Advanced Design Electronics) system for 
better performance with improved serviceability

Improved Maintainability
 � Lower cost of ownership
 � Steel hoods provide added durability
 � Environmentally-friendly Tier 4 diesel engine
 � Lower gross vehicle weight

Features
 4 ft (1.22 m) Articulating Jib 
355 Degree Non-Continuous Swing
Platform 30 x 60 in. (0.76 x 1.22 m) Side Entry
180 Degree Hydraulic Platform Rotator
Platform Console Machine Status Light Panel*
110V-AC Receptacle in Platform
5 Degree Tilt Alarm/Indicator Light
9 x 20 Lug Tread Pneumatic Tires
Swing-Out Engine Tray
Gull-Wing Steel Turntable Hoods
12V-DC Auxiliary Power
Hourmeter
Hydrostatic Drive
Proportional Controls
Control ADE® System
Lifting/Tie Down Lugs
Horn
Oscillating Axle
Cast Aluminum Control Box
All Motion Alarm
Glow Plugs (Diesel Engines)
* Provides indicator lights at platform control console for system distress, low 

fuel, 5 degree tilt light, and foot switch status.

Accessories & Options
30 x 48 in. (0.76 x 1.22 m) Platform
Self-Closing Gate
Mesh to Top Rail (Bolt-on Aluminum)
1/2 in. Air Line to Platform
9 x 20 Foam-Filled Lug Tires
9 x 20 Non-Marking Pneumatic Tires 
9 x 20 Non-Marking Foam-Filled Tires
7 x 18 Solid Cushion Lug Tread Tires
7 x 18 Non-marking Solid Cushion Lug 
Tread Tires
AC Generator 
43.5 lb (19.7 kg) Propane Tank
Chassis Illumination Lights
Platform Worklights 
Cold Weather Start Kit1 
Hostile Environment Kit2

Flashing Amber Beacon
Arctic Package3 (diesel only)
Special Hydraulic Oils
1. Includes engine block heater, battery heater, oil tank heater.
2. Includes console cover, boom wipers and cylinder bellows.
3.  Includes arctic hydraulic hoses (drive and steer only) and

main boom cable, arctic hydraulic oil, extreme cold engine
oil, anti-freeze (Cat only), fuel conditioner, engine block
heater, battery blanket, glow plugs, hydraulic tank heater,
and oversized footswitch.
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Produktiviti Meningkat
n  Sesuai untuk kontraktor am, penegak keluli, pengecat, pembina stadium dan banyak lagi
n  Jib artikulasi piawai menambahkan capaian di dalam ruang terbatas
n  Keupayaan rupa bumi sukar dilalui dipertingkatkan dengan kebolehgredan 45%

Kawalan Lanjutan
n  Sistem Control ADE® (Elektronik Rekaan Maju) untuk prestasi yang lebih baik dengan kebolehservisan 

dipertingkatkan

Kebolehselenggaraan Dipertingkatkan
n  Kos pemilikan lebih rendah
n  Tukup keluli memberikan ketahanan tambahan
n  Enjin diesel Tingkat 4 mesra alam
n  Berat kasar kenderaan lebih rendah

Ciri
Jib Artikulasi 4 ka. (1.22 m)
Ayunan Tidak Berterusan 355 Darjah
Pelantar 30 x 60 in. (0.76 x 1.22 m) Masuk Dari Sisi
Pemutar Pelantar Hidraulik 180 Darjah
Panel Lampu Status Mesin Konsol Pelantar*
Penyangga 110V-AC pada Pelantar
Lampu Penunjuk/Penggera Condong 5 Darjah
Tayar Pneumatik Bunga Cuping 9 x 20
Dulang Enjin Ayun Keluar
Tukup Cakera Putar Keluli Gull-Wing
Kuasa Auxilliari 12V-DC
Meter Jam
Pemacu Hidrostatik
Kawalan Berkadar
Sistem Control ADE®

Cuping Ikat Bawah/Pengangkat
Hon
Gandar Oscilasi
Peti Kawalan Aluminium Acuan
Penggera Semua Gerakan
Glow Plug (Enjin Diesel)

* Menyediakan lampu penunjuk di konsol kawalan pelantar untuk kecemasan sistem, aras minyak, 
   minyak kurang, cahaya miring 5 darjah dan status suis kaki.

Aksesori & Pilihan
Pelantar 30 x 48 in. (0.76 x 1.22 m) 
Pintu Tutup Sendiri
Jaring ke Susur Atas (Diselak Aluminium)
Talian Udara ke Pelantar 1/2 in.
Tayar Cuping Berisi Busa 9 x 20
Tayar Pneumatik Tidak Bertanda 9 x 20
Tayar Berisi Busa Tidak Bertanda 9 x 20
Tayar Bunga Cuping Kusyen Pejal 7 x 18
Cuping Kusyen Pejal Tidak Bertanda 7 x 18
Tayar Bunga
Generator AC
Tangki Propana 43.5 lb (19.7 kg)
Lampu Pencahayaan Casis
Lampu Kerja Pelantar
Kit1 Pemula Cuaca Sejuk
Kit2 Persekitaran Seteru
Suar Kuning Jingga Berkelip
Pakej3 Artik (diesel sahaja)
Minyak Hidraulik Khas
1.  Merangkumi pemanas blok silinder, pemanas bateri, pemanas tangki minyak.
2.  Merangkumi penutup konsol, penyeka boom dan belos silinder.
3.  Merangkumi hos hidraulik artik (pacuan dan kemudi sahaja) dan kabel boom utama, minyak 

hidraulik artik, minyak enjin terlampau sejuk, anti beku (CAT sahaja), bahan penyesuai 
minyak, pemanas blok enjin, alas bateri, glow plug, pemanas tangki hidraulik dan suis kaki 
terlalu besar.      
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JLG Industries, Inc.
1 JLG Drive
McConnellsburg, PA 17233-9533
Telephone 717-485-5161
Toll-free in US 877-JLG-LIFT
Fax 717-485-6417
www.jlg.com
An Oshkosh Corporation Company
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Specifi cations

The JLG “1 & 5” Warranty
JLG Industries, Inc. backs its products with its exclusive 
“1 & 5” Warranty. We provide coverage on all products for 
one (1) full year, and cover all specified major structural 
components for five (5) years. Due to continuous product 
improvements, we reserve the right to make specification 
and/or equipment changes without prior notification. This 
machine meets or exceeds applicable OSHA Regulations 
in 29 CFR 1910.67, 29 CFR 1926.453, ANSI A92.5-2006, 
and CSA Standard CAN3-B354.2-M82, as originally manufac-
tured for intended applications.

Form No.: SS-340AJ-12-20010
Part No.: 3131121S
R061202
Printed in USA

Reach Specifications
Platform Height 33 ft 10 in. (10.31 m)
Horizontal Reach  19 ft 11 in. (6.06 m)
Up and Over Height  17 ft (5.17 m)
Swing  355 Degrees Non-Continuous
Platform Capacity  500 lb (227 kg)
Platform Rotator 180 Degrees° Hydraulic
Jib Length 4 ft (1.22 m)
Jib Range of Articulation  144 Degrees (+84, -60)

Dimensional Data
A. Platform Size  30 x 60 in. (0.76 x 1.22 m)
B. Overall Width  6 ft 4 in. (1.93 m)
C. Tailswing  2 in. (5.08 cm)
D. Stowed Height  6 ft 7 in. (2 m)
E. Stowed Length  18 ft 2in. (5.52 m), 
  13 ft (3.98 m) with Jib Stowed
F. Wheelbase  6 ft 2 in. (1.87 cm)
G. Ground Clearance  10 in. (23.7 cm)
Weight*  9,700 lb (4,400 kg)
Max. Ground Bearing Pressure  151 psi (10.6 kg/cm2)

Chassis
Drive Speed 4WD  3.1 mph (4.98 km/h)
Gradeability 4WD  45%
Tires  265/50D20 Lug Tread
Turning Radius 
 (Inside/Outside)  5 ft (1.52 m)/ 13 ft (3.96 m)

Power Source
Dual Fuel Engine 
 PSI/GM  28.7 hp (21.4 kW)
Diesel Engine 
 Kubota D1105  24.8 hp (18.5 kW)
Fuel Tank Capacity  13 gal (498.2 L)
Hydraulic Reservoir 20.6 gal (77.9 L)
Auxiliary Power  12V DC

*  Certain options may increase weight.
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Spesifikasi Jangkauan
Tinggi Pelantar 33 ka. 10 in. (10.31 m)
Jangkauan Melintang 19 ka. 11 in. (6.06 m)
Ketinggian Atas dan Melepasi 17 ka. (5.17 m)
Ayun Tidak Berterusan 355 Darjah
Muatan Pelantar 500 lb (227 kg)
Pemutar Pelantar 180 Darjah Hidraulik
Panjang Jib 4 ka. (1.22 m)
Julat Artikulasi Jib 144 Darjah (+84, -60)

Data Dimensi 
A. Saiz Pelantar 30 x 60 in. (0.76 x 1.22 m)
B. Lebar Keseluruhan 6 ka. 4 in. (1.93 m)
C. Ayun Belakang 2 in. (5.08 sm)
D. Ketinggian Disimpan 6 ka. 7 in. (2 m)
E. Panjang Disimpan 18 ka 2 in. (5.52 m), 13 ka. (3.98 m) 
  dengan Jib Disimpan
F. Dasar Roda 6 ka. 2 in. (1.87 sm)
G. Kelegaan Tanah 10 in. (23.7 sm)
Berat* 9,700 lb (4,400 kg)
Tekanan Galas Tanah Maks. 151 psi (10.6 kg/sm2)

Casis
Kelajuan Pacuan 4WD 3.1 bsj (4.98 kmj)
Kebolehgredan 4WD 45%
Tayar Bunga Cuping 265/50D20
Jejari Pusingan (Dalam/Luar) 5 ka. (1.52 m)/ 13 ka. (3.96 m)

Sumber Kuasa
Enjin 2 Jenis Minyak
	 PSI/GM 28.7 hp (21.4 kW)
Enjin Diesel
	 Kubota D1105 24.8 hp (18.5 kW)
Muatan Tangki Minyak 13 gelen (498.2 L)
Takungan Hidraulik 20.6 gelen (77.9 L)
Kuasa Auxilliari 12V-DC
* Pilihan tertentu boleh menambahkan berat.

Waranti “1 & 5” JLG
JLG Industries, Inc. menyokong produknya dengan Waranti “1 & 5” 
eksklusifnya. Kami memberikan perlindungan pada semua produk selama 
satu (1) tahun penuh, dan melindungi semua komponen struktur utama 
yang tertentu selama lima (5) tahun. Disebabkan oleh penambahbaikan 
produk yang berterusan, kami berhak membuat perubahan spesifikasi dan/
atau peralatan tanpa pemberitahuan terlebih dahulu. Mesin ini memenuhi 
atau melebihi Peraturan OSHA yang dikenakan dalam 29 CFR 1910.67, 29 
CFR 1926.453, ANSI A92.5-2006 dan Piawaian CSA CAN3-B354.2-M82, 
sebagaimana dikilangkan pada asalnya untuk penggunaan yang 
dimaksudkan.
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